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Post-Construction Storm Water Mgmt.

General Permit Authorization for Storm Water Discharges Associated with Construction Activity Under The NPDES. OEPA 
Permit #OHC00005, Effective 4/23/2018

ñSo that a receiving streamôs 
physical, chemical and biological 
characteristics are protected, and 
stream functions are maintained, 
post-construction practices shall 

provide long-term management of 
runoff quality and quantity.ò 



1. Effective BMP



2. Water Quality Volume (WQv)

WQv = water quality volume (ac-ft)

Pwq = 0.90 inches

Rv     = volumetric runoff coefficient

A       = disturbed or contributing drainage area (acres)
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Runoff Coefficient

Åi = fraction impervious (impervious area õtotal area)

ÅVolumetric, not influenced by conditions such as intensity

ïSimilar but not same as rational method coefficient ñCò
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CALCULATION SCENARIOS
Å New Construction

Å Previously Developed Areas (Redevelopment)

Å Water Quality Flow



Example Site 

Total site area: 2.25 acres

Total disturbed area: 2.25 acres

Planned impervious area: 1.35 acres
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NEW DEVELOPMENT



WQv Required

Where:

i = 1.35 ac ÷ 2.25 ac = 0.60  (60%)

Rv = 0.05 + 0.9(0.60) = 0.59

Pwq = 0.90 in 

A = 2.25 ac

WQv (required) = 0.100 ac-ft   (4,337 ft3)
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WQv Design
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The site is required to treat 4,337 ft3 with post-
construction BMPs; however each post-construction 
BMP must be designed to treat 100% of the WQv for its 
contributing area. 

The full 2.25 acre disturbance is graded toward a single 
post-construction BMP. In this case, the disturbed area 
and BMP drainage area are both 2.25 acres with Rv = 
0.59:

outlet

WQv (design) = WQv (required) = 4,337 ft3



An additional 0.75 acres runs onto the site 
from beyond the disturbance, draining to 
the post-construction BMP.

Unless diverted, the BMP design WQv 
must include this contributing drainage 
area.

Offsite Run-on
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Offsite Run-on

i = 1.35 ac ÷ 3.00 ac = 0.45  (45%)
Rv = 0.05 + 0.9(0.45) = 0.455

Where:
Pwq = 0.90 in 
Rv   = 0.455
A    = 3.00 ac

WQv (design) = 4,460 ft3

wǾ лΦлрлΦфόƛύ
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If the disturbed area contains separate drainage 
areas, each must have a post construction BMP 
sized to its contributing drainage area.

Multiple Drainage Areas
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Drainage Area #1 

Total area: 1.50 ac

Impervious: 68%

Rv = 0.05 + 0.9(0.68) = 0.662

Drainage Area #2 

Total area: 0.75 ac

Impervious: 44%

Rv = 0.05 + 0.9(0.44) = 0.446
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Multiple Drainage Areas
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Drainage Area #1 

WQv = 0.90 in x 0.662 x 1.50 ac õ12

WQv (design) = 3,244 ft3

Drainage Area #2 

WQv = 0.90 in x 0.446 x 0.75 ac õ12

WQv (design) = 1,093 ft3

WQv (design) = 3,244 + 1,093 = 4,337 ft3



Total area: 0.225 ac

Impervious: 27%

Rv = 0.05 + 0.9(0.27) = 0.293

Multiple Drainage Areas
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WQv=0.9in0.2930.22512

WQv=215ft3



Minor Drainage Areas

RRM using a grass filter strip or infiltration trench (to spec.):



PREVIOUSLY DEVELOPED AREAS



Options for Previously Developed Areas

1. Reduce the site Rv at least 20%, or 

2. Use a post-c BMP with the WQv from CGP equation 3:

WQv=(0.2Rv1)+(Rv2īRv1) Pwq Adist

Where: 

Rv1 = Pre-development runoff coefficient

Rv2 = Post-development runoff coefficient



1. Decrease Rv Ó 20%
Existing site

impervious = 77%

Rv1 = 0.05 + 0.9(0.77) = 0.743

Proposed site

impervious = 60%

Rv2 = 0.05 + 0.9(0.60) = 0.590

(0.59 õ0.743) - 100% = 21% decrease

Rv decreases by 20%,
no additional BMP 

required



2. BMP w/ Decreased Rv

Existing site

impervious = 66%

Rv1 = 0.05 + 0.9(0.66) = 0.644

Proposed site

impervious = 60%

Rv2 = 0.05 + 0.9(0.60) = 0.590

100% - (0.590 õ0.644) = 8.4% decrease



2. BMP w/ Decreased Rv

A post construction BMP is required for the WQv 

as calculated: 

71Ö 2Öρ πȢς 2Öς 2Öρ 0×Ñ !ÄÉÓÔ

WQv(required)=550ft3

0.644 0.2+0.590ī0.644 0Ȣ9in2.25ac



2. BMP w/ Decreased Rv

The site is required to treat 550 ft3 with post-
construction BMPs; however each post-
construction BMP must be designed to treat 100% 
of the WQv for its contributing area. Place the BMP 
such that its drainage area* is equal to or greater 
than:

550ft3

0.9"0.95

12

43,560
=0.18ac
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* Should be highest expected pollutant load area



What if Rv will increase ?

Existing site

impervious = 43%

Rv1 = 0.05 + 0.9(0.43) = 0.437

Proposed site

impervious = 60%

Rv2 = 0.05 + 0.9(0.60) = 0.590

(0.590 õ0.437) - 100% = 35% increase



What if Rv will increase ?

Using CGP Equation 3 (weighted Rv): 

71Ö 2Öρ πȢς 2Öς 2Öρ 0×Ñ !ÄÉÓÔ

WQv(required)1,766ft3

0.4370.2 0.590 0.4370Ȣ9in2.25ac



Rv Increases - Applied

The site is required to treat 1,766 ft3 with post-
construction BMPs; however each post-
construction BMP must be designed to treat 100% 
of the WQv for its contributing area. Place the BMP 
such that its drainage area* is equal to or greater 
than:

1,766ft3

0.9in0.95

12

43,560
=0.57ac
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* Should be highest expected pollutant load area



What if I mix new and old ?

1.50 acre site w/ existing 

impervious will be joined to a 

0.75 acre undeveloped site to 

form a singular development.



What if I mix new and old ?

Where:

i1 = 0.97 ac ÷ 1.50 ac = 0.63  (64.5%)

Rv1 = 0.05 + 0.9(0.60) = 0.59

i2 = 1.02 ac ÷ 1.50 ac = 0.66  (68%)

Rv2 = 0.05 + 0.9(0.60) = 0.59

WQv (required) = 771 ft3

wŜŘŜǾŜƭƻǇƳŜƴǘ
WQv=[(Rv1 0.2)+(Rv2īRv1)]0.9in1.5ac



What if I mix new and old ?

Where:

i = 0.33 ac ÷ 0.75 ac = 0.45  (44%)

Rv = 0.05 + 0.9(0.60) = 0.59

WQv (required) = 1,093 ft3
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